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The Range 

� Draughtsman's chair 5 678 003 PA SV £ 149

� Typists's chair 5 678 004 PA SV £ 132

� Sit-stand stool on glides 5 678 005 PA SV £ 123

description code price ex. VAT 

3
YEAR
GUARANTEE

The Range 

� Chair 5 314 012 TH SQ £ 344

� Draughtsman's chair 5 314 009 TH SQ £ 361

Polyurethane catalogue page 292 

Mechanism 
• Seat height adjustable by means of a class 4 self-supporting gas lift

mechanism which meets the DIN 4550/4551 and NF 61041
standards - high chair adjustable through 260 mm, typists' chair
adjustable through 130 mm and stool adjustable through 200 mm; 

• Backrest height of high chair and typist's chair adjustable through 
80 mm (from 340 to 420 mm) by means of a lever; 

• Seat depth adjustable through 50 mm (from 410 to 460 mm) by
means of a lever. 

Base 
• 5 star base in fibreglass reinforced polyamide black (nylon), ø 630 mm; 
• Footrest, ø 455 mm, made from chrome-plated tubular steel, ø 15 mm,

1.5 mm in thickness, attached by rivets to a 4 point support structure
made from injection-moulded aluminium coated in black epoxy paint. 

Padding 
• CFC-free polyurethane black foam injected on to the support frame (average

thickness on seat: 25 mm, average thickness on backrest: 22 mm). 

Guarantee Product description 

description code price ex. VAT 

3 polyurethane models: de luxe high chair on glides, typists's chair on castors and sit-stand stool on glides. 

Price guide - Seating 

Antistatic catalogue page 292

Mechanism 
• A-synchro mechanism, lockable in multiple positions; 
• Seat height adjustable through 130 mm by means of a self-supporting

gas lift mechanism which meets the DIN 4550/4551 standards;
• Backrest height is adjustable manually through 70 mm by means of

a handwheel. 

Base 
• 5 star base in "polished" aluminium (chrome effect), ø 680 mm; 
• High chair with integral footrest, ø 650 mm, on fixed polypropylene

glides with galvanised shaft, diameter 11 mm; chair on twin wheel

self-locking conductive castors, ø 50 mm, for use on hard floors -
polyamide castors available as an optional extra. 

Padding 
• Seat: CFC-free polyurethane foam, glued to the support frame,

density 30 kg/m3, 45 mm in thickness; 
Backrest: CFC-free polyurethane foam, glued to the support frame,
density 30 kg/m3, 30 mm in thickness. 

Covering 
• Fabric, glued to the foam padding and stapled to the support frame; 
• 1 special antistatic fabric colour available from stock black TH. 

Guarantee Product description 
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